ALT Long Wearing Lipstick

Trade Name |

INCI Name |

Function |

Supplier

| %

Excel Mica JP-M
ALT-White TSR

ALT-Red
ALT-Yellow
ALT-Black NH

SAT-Flamenco Velvet

SAT-Prestige Sapphire

SA-SB-300 (7%)

Mica (and) Aluminum Hydroxide

Titanium Dioxide (and) Aluminum Hydroxide
(and) Triethoxycaprylylsilane

Iron Oxides (and) Triethoxycaprylylsilane

Mica (and) Titanium Dioxide (and) Dimethicone

Titanium Dioxide (and) Mica (and) Ferric

Ferrocyanide (and) Tin Oxide (and) Dimethicone

Silica (and) Dimethicone

Water Water - 19.00%
Wax SP-1021P Ozokerite Strahl and Pitsch 2.60%
KF-6028 Peg-9 Polydimethylsiloxyethyl Dimethicone ShinEtsu 4.00%
KSG-710 Dimethicone/Polyglycerin-3 Crosspolymer ShinEtsu 3.00%
Trivent PE-48 Pentaerythrityl Tetraoctanoate Alzo International 22.36%
KF-7312K Trimethylsiloxysilicate ShinEtsu 9.00%
Haimalate DIS Diisostearyl Malate KAK 19.04%
Hailucent ISDA Isostearyl Polyglyceryl-Dimer Dilinoleate KAK 5.00%
Emeressence 1160 Phenoxyethanol Perservative Cognis 1.00%
Soft-Tex Red 7 CA Lake D&C Red 7 Calcium Lake Sun Chemical 0.08%
Soft-Tex Red 6 BA Lake D&C Red 6 Barium Lake Sun Chemical 0.08%

Miyoshi America, Inc.
Miyoshi America, Inc.

Miyoshi America, Inc.
Miyoshi America, Inc.
Miyoshi America, Inc.

Miyoshi America, Inc.

Miyoshi America, Inc.

Miyoshi America, Inc.

8.87%
0.89%

0.34%
0.88%
0.11%

0.75%

1.31%

1.69%

Total: 100.00%

Add Phase B to a beaker and begin heating to 80°C while mixing with a propeller mixer at 500 rpm. Continue mixing until wax is melted.

2|Add Phase C and mix in pigments and pearls.

3|Remove from propeller mixer and begin homogenizing at 80°C and 4000 rpm. Homogenize for 15 minutes.
4|Turn off homogenizer and add Phase A. Resume homogenizing at 4000 rpm for 5-10 minutes.
5
6

Remove from the homogenizer and begin mixing with the propeller mixer at 300 rpm to remove air bubbles while reducing heat to 65°C-70°C.
Pour into lip gloss containers while maintaining pour temperature between 65°C and 70°C.




